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Cablofil Wiremesh Cable Tray concept based upon performance, safety and economy three
qualities which make Cablofil Wiremesh Cable Tray system preferred by installers. Cablofil
adapts to the most complex configurations, and its structure gives maximum strength for
minimum weight. The ease of creating fittings, carried out on site, as well as the wide range
of unique and universal accessories gives complete freedom in routing combined with
exceptionally fast installation.

Featu res  &  Ben ef i tsFeatu res  &  Ben ef i ts

For trapeze hung installations, use 4inch longer profile than tray width. Example: for CF 54/300 tray (12inch) use FAS P400 (16inch). Maximum threaded rod size is 3/8inch. For use with larger sizes
of threaded rod, bracket holes must be drilled larger.Patented FAS style attachment secures tray without nuts and bolts. Threaded rods, nuts and washers sold separately.Notify Customer Service
when placing order. Sold in sets of 6: - includes handy carrying case.Inside diameter is 2.688inch.

 
 

Spec if icat ion sSpec if icat ion s

G en eral  I n foG en eral  I n fo

U PC Nu m berU PC Nu m ber 800388001817

Cou n tr ies  O f  O r iginCou n tr ies  O f  O r igin China

Produ c t L in eProdu c t L in e Cablofil

F in is hF in is h Pre-Galvanized GS

S tan dardS tan dard Wire Mesh Cable Tray

D im en s ion sD im en s ion s

Produ c t Volu m e U SProdu c t Volu m e U S 0.188 cu ft

Produ c t Width  U SProdu c t Width  U S 2.67 in

Produ c t H eigh t U SProdu c t H eigh t U S 1.033 in

Produ c t Weigh t U SProdu c t Weigh t U S 7.857 lb

Produ c t D epth  U SProdu c t D epth  U S 117.86 in

Addit ion al  I n form ationAddit ion al  I n form ation

R oH S  Con form an tR oH S  Con form an t Yes
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